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NOTES:
POURED IN=PLACE CONCRETE, 1. SLEEVE BELOW ALL HARDSCAPE ELEMENTS WITH CLASS 200 PVC TWICE THE
120 LBS. MINIMUM, TYPICAL. CLEAR TO FENCE OR DIAMETER OF THE PIPE OR WIRE BUNDLE WITHIN, MIN SLEEVE SIZE IS 2.
BACKFILL TRENC HARDSCAPE WHERE 2. INSTALL ALL PIPE AND WIRE IN STRICT CONFORMANCE WITH MANUFACTURERS
@ I// M APPLICABLE. INSTRUCTIONS AND RECOMMENDATIONS
A q SET HEAD 1” ABOVE GRADE. #-3 7 3. SEE MANUFACTURER’S INSTALLATION INSTRUCTIONS
=/ J WIRE W/0 CONDUIT
N . [ /\ ] FINISHED om>om./ NS R e S
N Ll 1 WT
o zZ < O
- ! >—+ . . o N WU VR~
90 DEG. ELBOW. Z x
45 DEG. ELBOW. TEE = [ S - N THE SAME TRENCH 5o << =3
3 S 3 —® | /D =0
(1) GROUND COVER — & PLAN VIEW _ z 2197 MINt Q\1@ = = 24” MIN.
(2) FINISH GRADE 3 /T INISHED GRADE. S s o ) _p_z = = X (30” UNDER  PLAN VIEW
(3) GRATED CAP @1 : UTILITY _ ,; 457 E—) ‘ | ¥ SAND
@ HUNTER 0.25 GPM o = . @ N , ; : o
® i (N o @ ,zummoa_oz VIEW
HUNTER HCV CHECK VALVE 5 T
,;7 o Sx DIAMETER OF L © NO ROCK (3/8”) OR LARGER ALLOWED IN BACKFILL WITHIN 6” OF PIPES OR WIRES.
(6) PATENTED STRATA ROOT SYSTEM @ ROOTBALL MIN.12” HORIZONTAL CLEAR SPACE BETWEEN PVC MAINLINE & ELECT CONDUIT & WIRES.
(7) HUNTER SWING JOINT (1) SPRINKLER HEAD AS SPECIFIED. (1) TOP OF ROOT BALL TO BE SET SLIGHTLY ABOVE FINISH GRADE (2) 4” LAYER SCREENED BACKFILL AT SURFACE WHERE ROCK IS ENCOUNTERED
END OF LINE. CAPPED LINE. g
@ LATERAL TEE OR _m_l_l\_u__u_m - @ 8" POP UP HEAD. @ WATERING BASIN BERM 2” @ FOIL MARKER TAPE OVER IRRIGATION MAINLINE 6° BELOW GRADE
SECTION VIEW ;
() ROOT INTRUSION BARRIER NOTE: (3) 1/2” MARLEX STREET ELLS. (3) AGRIFORM PLANT FERTILIZER TABLETS (4) LOW VOLTAGE WIRING BUNDLE, TAPE AT TEN FOOT INTERVALS
1. ALL CONCRETE USE IN THRUST BLOCK SHALL BE 2500 PSI MIN
2. SUPPLY LINES 27¢ AND LARGER SHALL RECEIVE CONCRETE SUPPLY SCHEDULE 80 PVC NIPPLE, (8) LIGHT POLE ELECTRICAL CONDUIT
SET AT 45 DEGREE ANGLE (4) BACKFILL MIX AS PER CONTRACT SPECIFICATIONS
NOTE: INSTALL HUNTER FILTER FABRIC BLOCKING | (8) PVC MAINLINE PIPE
S|LEEVE— %mNémm_l_m_m<_m 3. ALL 7\_>_Z_|_Z._Mm SHALL BE INSTALLED AND TESTED AS PER @ LATERAL LINE AND PVC TEE. @ ROOTBALL
e IRRIGATION DETAIL MANUFACTURER’S INSTALLATION SPECIFICATIONS AND CONTRACT (7) 6” BEDDING OF SCREENED BACKFILL BELOW PIPES WHERE ROCK IS ENCOUNTERED
SPECIFICATIONS ® TIE A 24—INCH LOOP IN ALL WIRING AT CHANGES OF DIRECTION OF 30° OR GREATER.
UNTIE LOOP AFTER ALL CONNECTIONS HAVE BEEN MADE
” SCALE: SCALE: ” SCALE: SCALE: SCALE:
@ 36" ROOT ZONE — WATERING SYSTEM _u: “ | (B)] THRUST BLOCKING SCALE @_ 6" SHRUB SPRAY SCAL @_ SHRUB PLANTING _z.a. ©)| rrencrine ScAL
(1) PAVING / CONCRETE - ® 2”7 MINIMUM, 4” MAXIMUM CLEAR TO FENCE OR TREE PROTECTION NOTES
© mmmw;ww%xz? AND BELOW TOP OF BOX. HARDSCAPE WHERE
7 FINISHED GRADE. Pu_“\ APPLICABLE. 1. ALL TREES NOT LOCATED WITHIN THE LIMITS OF CONSTRUCTION AND OUTSIDE OF
¥ (3) SLEEVES N 7 £ DISTURBED AREAS SHALL BE PRESERVED. THE CONTRACTOR IS RESPONSIBLE FOR
= \ LARDSCAPING OVER &' e N PROTECTING ALL TREES TO BE PRESERVED FROM HIS ACTIVITIES.
= \ @ ® WIDE 4 WE 2. ALL TREES SHOWN TO BE RETAINED WITHIN THE LIMITS OF CONSTRUCTION ON
: 42 Wi 4 DT ® WOOD STAKE TO MARK L 0O 45 DOWN AS THE PLANS, SHALL BE PROTECTED DURING CONSTRUCTION WITH CONSTRUCTION
[ CLEARANCE 7 8 END OF SLEEVE — TYP 5 P REQ.TO H FENCING.
% RRIGATION PIPE SLEEVE O \ 0O LATERAL O o— aTE=ya 3. PRIOR TO EXCAVATION OR GRADE CUTTING WITHIN TREE DRIPLINES, A CLEAN CUT
\ : ® 5 SPE MIN. S17E = - X SHALL BE MADE WITH A CHAINSAW WITH CARBIDE TIPS, AXE MATTOCKS OR
(2x ¢ : ) o ,_7 © 3 SIMILAR EQUIPMENT, IN A LOCATION AND TO A DEPTH APPROVED BY THE VA COR,
1
SIZE) . L 4. TREES MOST HEAVILY IMPACTED BY CONSTRUCTION ACTIVITIES WILL BE WATERED
m
(8) CONTROL WIRES -~ . DEEPLY ONCE A WEEK BY CONTRACTOR DURING PERIODS OF HOT, DRY WEATHER.
N ,_7 z TREE CROWNS ARE TO BE SPRAYED BY CONTRACTOR WITH WATER PERIODICALLY TO
(9) LATERAL LINE FLOW FLOW = REDUCE DUST ACCUMULATION ON LEAVES.
@ G 40 MAIN LINE ®) N % 5. WHEN INSTALLING CONCRETE ADJACENT TO THE ROOT ZONE OF A TREE, A
- PLASTIC VAPOR BARRIER SHALL BE PLACED BEHIND THE CONCRETE TO PROHIBIT
PR % : ,_ LEACHING OF LIME INTO THE CRITICAL ROOT ZONE.
. i 6. ANY TRENCHING REQUIRED FOR THE INSTALLATION OF LANDSCAPE IRRIGATION
ﬁ (1) CARSON OR BROOKS: 10x15 RECTANGULAR VALVE BOX. @ SHALL BE PLACED AS FAR FROM EXISTING TREE TRUNKS AS POSSIBLE.
(2) REMOTE CONTROL VALVE, ONE PER BOX. 7. NO LANDSCAPE TOPSOIL DRESSING GREATER THAN FOUR (4) INCHES SHALL BE
PERMITTED WITHIN THE DRIPLINE OR CRITICAL ROOT ZONE OF TREES, WHICHEVER IS
(3) PLASTIC I.D. TAG AT EACH VALVE. z GREATER. NO TOPSOIL IS PERMITTED ON ROOT FLARES OF ANY TREE.
: > BRONZE ISOLATION VALVE AS SPECIFIED. .
= ! O, (4) WATER PROOF WIRE CONNECTORS ON 30" LOOPED WIRES. 8. PRUNING TO PROVIDE CLEARANCE FOR STRUCTURES, VEHICULAR TRAFFIC, AND
il (2) 6” SCHEDULE 80 THREADED NIPPLE. (5) OUTLET PIPE SAME SIZE AS VALVE, 24" MIN. TO FIRST FITTING. CONSTRUCTION EQUIPMENT SHALL BE PERFORMED BY CONTRACTOR BEFORE
CONSTRUCTION BEGINS. ALL PRUNING MUST BE  DONE ACCORDING TO VA
A @ m_l__u\._.Im_.UPU COUPLING. @ INCREASE LATERAL LINE AS PER IRRIGATION PLAN. @ SPRINKLER HEAD AS SPECIFIED. STANDARDS AND AS OUTLINED IN LITERATURE PROVIDED BY THE INTERNATIONAL
@ PVC MAIN LINE. @ CONCRETE BRICK SUPPORT, TWO ON EACH SIDE. @ TURF POP UP HEAD. SOCIETY OF ARBORICULTURE (ISA PRUNING TECHNIQUES).
NOTES. (5) 10" DIA. PVC PIPE EXTENSION, LENGTH AS REQUIRED. % SCHEDULE 80 RISER. (3) 1/2” MARLEX STREET ELLS. 9. TREES APPROVED FOR REMOVAL SHALL BE REMOVED IN A MANNER WHICH DOES
. FOUR COMMON BRICK SUPPORTS. MAIN LINE. NOT IMPACT TREES TO BE PRESERVED.
1. ALL PVC IRRIGATION SLEEVES TO BE SCH 40 PIPE. @ i} § @ SCHEDULE 80 PVC NIPPLE, SET AT 45 DEGREE ANGLE.
2. ALL JOINTS TO BE SOLVENT WELDED AND WATERTIGHT. @ 10" DIAMETER ROUND VALVE BOX, SEE SPECIFICATIONS. 6 6 THICK LAYER OF PEA GRAVEL. 10. REMOVE AND PROPERLY DISPOSE TREE STUMP AND ANY ROOT LARGER
3. IRRIGATION PIPES AND LOW VOLTAGE WIRES ARE TO BE SLEEVED SEPARATELY. , , (5) LATERAL LINE AND PVC TEE THAN 178
4. ALL PIPES & WIRES ARE TO BE SLEEVED UNDER PAVED/CONC. 8—0" WIDE OR (8) SET BOX 3 ABOVE GRADE IN SHRUBS AND GROUNDCOVER (1) 2” ABOVE FINISH GRADE AT SHRUBS AND GROUNDCOVER AREAS. :
5. SEE MANUFACTURERS INSTALLATION INSTRUCTIONS
@7 SLEEVE DETAIL SCALE: @_ GATE VALVE Zm\./wm @7 2" REMOTE CONTROL VALVE s (D] 4 TurRe spPray SCALE:
NOTE: (D PVC MAINLINE (6) PVC OR POLY LATERAL LINE (1) PVC MAINLINE (6) PVC OR POLY LATERAL LINE
1. HOLE WIDTH SHALL BE 3X THE DIAMETER » ” (1) NEW TREE AS PER PLANS
" OF THE ROOT BALL AT MID_HEIGHT (2) 1-1/2” REMOTE CONTROL VALVE (7) FEMALE ADAPTOR (2) 1-1/2” REMOTE CONTROL VALVE (7) FEMALE ADAPTOR
2. WHERE TREES ARE PLANTED WITHIN 24” (3) 13" X 24” X 15” VALVE BOX (MIN.) (8 PVC IP.S. F X F COUPLING (3) 13" X 24” X 15” VALVE BOX (MIN.) (8 PVC IP.S. F X F COUPLING @ W_szmﬂwmwmoxmmwzm_»mcamwu%m
OF PAVING, INSTALL ROOT—BARRIER AS PER , , A _
() 1-1/2” PRESSURE REDUCING VALVE (0O BRICK SUPPORT (1—EA. CORNER) (B N/A (O BRICK SUPPORT (1—EA. CORNER) 9 T
: = ST SPRINKLERS:
PLAN VIEW E \|@ \|@ \|@ NS ©, TORO 570 FLOOD BUBBLER.
© TREE TIES TO BE APPROVED RUBBER OR PLASTIC i | ) : i | . , (4) BACKFILL MIX.
STRAPS NAILED TO STAKES w A W A ® %w_rﬂ%mz PLANT FERTILIZER
T (2) TREATED LODGE POLE STAKE TO BE SET VERTICAL —— (8) TREE TS TO BE APPROVED
\I@ (3) WHITE FLAGGING, TYPICAL = RUBBER OR PLASTIC STRAPS
—— s ¢ ] e 3~ NAILED TO STAKES.
, EXPANDABLE STRING TRIMMER TREE BOOT. o R . |E= G ST | i ¢
OaN = (@ Ut ON TREES INSTALLED IN TURF AREAS ONLY =k A -W = i ‘ | | e i (2) LATERAL LINE
. | —) © TOP OF ROOT BALL TO BE SET SLIGHTLY ABOVE T 11 T 10 | (8) TREATED LODGE POLE STAKE
pre - | FINISH GRADE TO BE SET VERTICAL
, P e (TR @ @ GROUNDCOVER S @ WHITE FLAGGING(TYP)
-~ Z o / U
VS 4N v"\ ~N9) (7) 3 INCH DEEP SAUCER, SOFTEN IN TURF AREAS
I__I b
—(® (8) BACKFILL MIX AS PER CONTRACT SPECIFICATIONS (N
oL 4 (9) AGRIFORM PLANT FERTILIZER TABLETS , T .
N\
PLAN VIEW
SCALE: SCALE:
D wee e e (O] puwter soxes 100% SUBMITTAL - FOR CONSTRUCTION |75 o
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